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Two nested W beam
rail elements

NOTES:

I. The rubrail may be shop bent in the last
37" to facilitate installation.

13%" x 6" block
See table for thickness

— Single W beam rail

& | | element for rubrail N 2. Offset drill wood blocks for rubrail to sit
- L @ i , squarely on the post flange posts | through
o [ ‘ ‘ 10:1 or 4. Secure blocks to post | through 3 with

NS E | & Flatter *5 carriage bolts.

& o — - - . N

N : Q — I = . -

T oo \ AN " } —_— } 3. Posts I, 2, 3, 4 and 6 require an additional
£ Yo" dia. - - ! 33 ! ii hole to attach wood blocks for rubrail and/or
Simc holes (typ.) : B © Top of pavement Lo o the. rubral.

'ﬁ T y at face of rail - N

4. Do not bolt nested W beam or rubrail W beam

L Post and block
/ N N to posts and blocks on posts I, 2, 3 and 5.
Steel plate : — it I i i Bolt blocks directly to posts.

%" thickness i = f

! - 5. Reinforced concrete wall or bridge parapet

SECTION A-A must be capable of developing a 59.6 kip
BEARING PLATE SECTION B-B SECTION C-C pull out strength.

6. Furnish hardware in the metric sizes shown.
Equivalent imperial sizes may be used when

Two nested W beam rail elements | Single W beam rail element metric sizes are not available.
Guardrail blocks not shown for clarity ‘
18%" 18%" 18%" ‘ 18%" 37" ‘ 375" | 37l | 37l | _Standard post
section
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10" *5 carriage bolt. FOR RUBRAIL
A Tmin.y B Fleld drill hole in flange. c
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L,.jl{;\\v—xL 14" H.S. hex bolts with Lep L ¢ |

bearing plate or an approved PLAN
Concrete insert anchor assembly.

Pay Limits Connection to Structure | Pay Limits Guardrail
. System G4
Terminal /f-5,/ 7 *5 x 10” button head bolt and recess nut
connector Mwof‘ ‘ with a rectangular plate washer under the
bolt head and a steel washer under the nut. §
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Reinforced concrete wall o N N N o o o E;jg? of pfgvem;enf or g/rpurz)c; line
or bridge parapet | “ ‘ “ ‘ “ ‘ “ ‘ “ | “ | “ at face of rail as applicable.
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x 2" button head bolt and recess nu
with a rectangular plate washer under the G4 BEAM GUARDRA”_
bolt head and a steel washer under the nut. CONNEC'”ON TO STRUCTURE
ELEVATION NO SCALE VERTICAL FACE STEEL POSTS
STANDARD APPROVED FOR USE --/---- STANDARD
REVISED: 6/9% 6'7_26




